DFG/USB2-It

Video-to-USB2 Converter

Despite the fast growing world of digital cameras, there is still an enormous number of analog video sources.
Using a Video-to-USB2 converter, such as the DFG/USB2-It, analog video sources are also usable in a USB 2.0

environment.

The DFG/USB2-It converts analog video signals (PAL, NTSC, CCIR, EIA) into uncompressed image data streams
without audio. Please find technical details at www.1394imaging.com.
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Specification

= Inputs (multiplexed): 1x composite video, 1x S-Video

= Qutput: USB2.0, uncompressed image data streams
without audio

= Video formats: NTSC/RS-170, PAL/CCIR

= Max resolution (NTSC/RS-170): 640x480 at 30 Hz

= Max resolution (PAL/CCIR): 768x576 at 25 Hz
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What's included

= Converter

« Driver for WDM, DirectX®, TWAIN, VfW, LabVIEW®
and MIL under Windows® 2000 and XP

= |C Capture: converter control software running under
Windows® 2000 und XP

= IC Imaging Control: SDK consisting of a .NET com-
ponent, an ActiveX® and a C++ Class Library running
under Windows® 2000 und XP

All product and company names in this document may be trademarks and tradenames of their respective owners and
are hereby acknowledged.

The Imaging Source Europe GmbH cannot and does not take any responsibility or liability for any information contained

D-28215 Bremen in this document. The source code presented in this document is exclusively used for didactic purposes. The Imaging
! Source does not assume any kind of warranty expressed or implied, resulting from the use of the content of this docu-
Germany ment or the source code.
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All weights and dimensions are approximate.






